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e === —— = — == — = — — ] — = = \\\\\‘ | 1. EXISTING UNDERGROUND INSTALLATIONS AND PRIVATE UTILITIES SHOWN ARE FROM
| [ | THE BEST INFORMATION AVAILABLE. ACCURACY OF SUCH INFORMATION IS NOT
[J — — — — — — — | GUARANTEED AND SHALL BE VERIFIED BY THE CONTRACTOR. SERVICE LINES (IRRIG-
GATION, DATA, WATER, POWER, COMMUNICATIONS, GAS, STEAM, AND SEWER) MAY NOT
BE STRAIGHT (DEPTH NOT EVEN) OR AS INDICATED ON THE PLANS. THE CONTRACTOR
SHALL CALL EACH UTILITY COMPANY BEFORE EXCAVATION. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR ALL UTILITY LOCATES.
2. ALL AREAS DISTURBED BY CONSTRUCTION ACTIVITY SHALL BE TOPSOILED, SEEDED
FERTILIZED & MULCHED PRIOR TO COMPLETION OF PROJECT.
3. ALL WORK WILL CONFORM TO MPWSS, 5TH EDITION AND CITY/STATE SPECIFICATIONS.
4. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PERMITS REQUIRED FOR THEIR
CONSTRUCTION ACTIVITIES.
5. COORDINATE ALL WORK WITH MONTANA STATE HOSPITAL.
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